G E N E RAL P U M P A member of the Interpump Grou,

ACCUMULATORS

SPECIFICATIONS

Part Number 686010 686028
g Maximum Flow Rate 40 GPM 10 GPM
E Operating Pressure 3000 PSI 600 - 3000 PSI
% Minimum Burst Pressure 12,000 PSI 12,000 PSI
é Maximum Temperature 180°F 180°F
Factory Pre-Charge 450 PSI Nitrogen 700 PSI Nitrogen
Port Size: Inlet 1-11.5 NPT-M 1/2-14 NPT-M
686010 Nitrogen Charging Port Yes Yes
Accumulator Volume 45 cu. in. 10 cu. in.
Dimensions J48x7.8in. 29x4.6in.
Weight 6.2 Ib. 1.8 Ib.
Materials Polyurethane-Coated Zinc-Coated Carbon
Shell with Stainless Steel Shell & Inlet
Steel Inlet and with Buna-N
Buna-N Diaphragm Diaphragm
NOTE: Check accumulator every three months, making

certain it is properly charged.
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GENERAL PUMP - 1174 Northland Drive * Mendota Heights, MN 55120

Phone: 651.686.2199 « Fax: 800.535.1745 * email: sales@gpcompanies.com * www.generalpump.com ®
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